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Durgipen 300  
 

hard plaster 

Durgipen 300 is a refined synthesis hard moulding plaster with very good moulding properties for 
use in foundries and in the ceramics industry. 
 
Application: 
Durgipen 300 is used for the production of pattern in the pattern and tool shop for example used 
for the auto-mobile and aircraft industry, where high strength and dimensional accuracy are 
extremely important. 
 
Properties: 
The synthetic gypsum base guarantees high quality with excellent detail reproduction. The 
controlled expansion results in high dimensional accuracy and prevents cracking. A good surface 
hardness results in high casting quantities. 
 
Technical Specification: 
The technical data outlined represents typical averages. 

Colour:  withe grey 
 
Powder : Water ratio  [g] 3:1 
Processing time, approx.. [min] 10 
Solidification point, approx [min] 18 
Brinell hardness, dry [N/mm²] >160 
 
 
Processing: 
Strew Durgipen 300 plaster in the above mentioned ratio into the water, allow to soak, then stir 
thoroughly taking care not to cause air bubbles. After mixing for max 2 min pour the slurry in a thin 
stream into the middle of the form. In the case of filigree surfaces start with a thin layer of plaster in 
order to be able to puncture with a brush any air bubbles which may have formed. At the end of the 
processing time do not move the mass until it is fully set. 
Durgipen 300 and the water to be mixed shall have a temperature of 20°C. Plaster which has 
been stored at extreme temperatures should be acclimatised for several hours before using. The 
mixing machine must be clean. 
 
Packing: 
25-kg-paper bags with foil liner. 
 
Storage: 
At least 1 year in well closed, vapour-proof packages. 
 
 
 
 
The above information is correct to the best of our knowledge and careful consideration. We guarantee the faultless and 
consistent nature of our products, however, we are not liable for further processing results that usually arise beyond our 
control. Safety Data Sheets are available and can be requested from KBO.  
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